
The new JETRIX LXiR UV Roll-to-Roll range features both 1.9 and 3.2 metre wide printers.  

Equipped with the very latest Konica Minolta heads, they deliver excellent quality, high printing speed, super productivity  

with their multi-roll printing and also feature an accurate feeding system.  

In addition, due to the low power consumption of the LED lamps and the associated long period before they need to be  

replaced the overall operating cost is significantly reduced. 

The LXiR series will open up new printing opportunities and promises to consistently deliver excellent output quality 

– all at a very competitive price!

MAX OUT YOUR PERFORMANCE, EFFICIENCY AND QUALITY 
WITH THE JETRIX ROLL-TO-ROLL SERIES

EXPERIENCE NEW POSSIBILITIES WITH UV ROLL-TO-ROLL PRINTING!

•  Suitable for Roll-To-Roll applications
•  Excellent media adhesion
•  Fast cure for high production output (UV LED lamps)
•  Good scratch and abrasion resistance
•  Superior printing stability
•  Bright vibrant colours
•  Superior white opacity (white ink)
•  Suitable for uncoated materials
•  No harmful chemical (NVC free and zero VOC’s)

NEW&

UVROLL-TO-ROLL 
PRINTERS

3.2 & 1.9 



Experience new possibilities with UV Roll-To-Roll printing!
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Model LXiR320 LXiR190

Printhead KM1024i

Printhead arrangement Max 14 heads Max 6 heads

Colour configuration CMYKLcLm and white CMYK, White

Printing width  3.2m edge to edge 1.88m edge to edge

Printing media PVC, flex, fabric banner, backlit banner etc. PVC, flex, backlit banner etc.

Printing 

speed

2pass (Strong Masking)

Single 
array

55m2/h

Double 
array

110m2/h

Single 
array

45m2/h

4pass (Medium Masking) 34m2/h 68m2/h 27m2/h

6pass (Medium Masking) 23m2/h 46m2/h 20m2/h

8pass (Medium Masking) 18m2/h 36m2/h 16m2/h

Air control system Negative pressure control system

Resolution (dpi) 720 x 1440 (8pass) / 720 x 1080 (6pass) / 720 x 720 (4pass) / 720 x 720 (2pass)

Ink circulation system White ink circulation

Operation 
conditions

Power 220Vac / 1P(2W)+PE / 50-60Hz / 25A (SCR: 6kA)

Compressed air 0.7MPa

Curing lamp LED lamp, 1,200mW LED lamp, 750mW

Servo motor R axis 750W servo motor R axis 400W servo motor

Ionizer WING TYPE 150MM / AUTO TYPE (optional)

RIP software Caldera Photo Print Server

Dimensions
Package 5820x2260x2060mm / 2,775kg 3700x1050x1900 / 800kg

Machine 5600x1400x1450mm / 2,150kg 3520x1400x1500 / 550kg  
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Distributore Esclusivo per l’Italia

Trend s.r.l. Via Mario Corrieri, 12 - 05100 Terni (TR), Italy - Tel: (+39) 0744 800680
www.trendsrl.net - commerciale@trendsrl.net

MEET THE ORIGINAL HIGH-QUALITY  
INKTEC UV-LED CURABLE INKS

ON THE NEW GENERATION JETRIX i SERIES.
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Machine model LXi7 LXi6

Head (8 Channel) KM1024i

Addressable resolution (dpi) 360 – 1,080

Rigid media size (mm) 2,500 x 3,060 2,500 x 1,280

Rigid media thickness (mm) 100

Roll media width (mm) 2,190

Printing speed

Fine Art 23sqm/h

Quality 30sqm/h

Production 44sqm/h

Draft 78sqm/h

White Available

Varnish, Primer Available

RIP recommendation Caldera & Onyx

Dimension (W x D x H) 4,220mm x 4,030mm x 
1,440mm

4,220mm x 2,200mm x 
1,440mm

Weight 2,600kg / 3,000kg(roll) 1,150kg / 1,600kg(roll)

Electrical requirement 380V, 3 Phase, 4 Wire, 50 ~ 60Hz

Compressed Air requirement over 0.5MPa

Items

Roll to Roll take up unit

Anti-static Ionizer

AVR(Automatic Voltage Regulator)

Caldera RIP

SPECIFICATION

OPTIONAL ITEMS

REQUEST QUOTE NOW

Jetrix LXiR320-190-AB141218


